L
o

i
Legend i
Gamma Reading (uR/h 75 -90 (6 ® ™ dArea Bound BXX staged Soil A Figure 6: Area 3
amma Reading (uR/hr) - 90 (6x) « w /\ca Boundary taged Soils Post-excavations Gamma Scan
@ <15(1x) 90 - 105 (7x) Sample L . NIAGARA FALLS BLVD
ample Location NIAGARA FALLS, NEW YORK
15 - 30 (2x) 105 - 120 (8x) P
30 4 3 120 13 9 ](\JJO ducted with Ludi 3%3 Sodi Todide Det US. ENVIRONMENTAL PROTECTION AGENCY
- 5 X - 5 X amma survey conducte with Ludlum 3x. odium lodide Detector. . . . REMOVAL SUPPORT T
( ) ( ) Gamma survey measurements presenting in micro-Roentgen per hour (uR/hr). In association with CONTRACT #
45 - 60 (4)() 2 135-150 (1())() Background reading: 15 R/t Scientific and Environmental Associates, Inc., T TR
60 - 75 (5 ® >150 Amai maximum gamma reading: il uR/br. " Avatar Environmental, LLC, Environmental Compliance Consultants, . DALY
=75 (5x%) e — A Fect On-Site Environmental, Inc., and Sovereign Consulting, Inc. e ——
213 NIB_AS TosiGammamxd




